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HITACHI

Specifications in this catalogue are subject to change without prior notice in order for HITACHI to bring
in the latest innovations to their customers

Whilst every effort is made to ensure that all dimensions and specifications are correct, any printers’
error not rectified are outside the control of HITACHI, who cannot be held responsible for the same
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SPECIFICATIONS

1 SPECIFICATIONS

1.1. WALL TYPE (RAK-GJ09PHAA, RAC-GJO9WHAA, RAK-GJ12PHAA, RAC-GJ12WHAA)

Indoor Model No

RAK-GJO9PHAA

RAK-GJ12PHAA

Outdoor Model No

RAC-GJOOWHAA

RAC-GJ12WHAA

System Type Heat Pump Heat Pump
Rated Cooling Capacity BTU/h 9000 12000
Cooling Capacity (Min-Max) BTU/h 4500~10500 5000-13600
Rated Heating Capacity BTU/h 11000 14500
Heating Capacity (Min-Max) BTU/h 3800~15000 5500-18000
EER2 15.0 13.0
SEER2 23.0 20.0
HSPF2 114 11.1
Rated COP at 47°F 3.80 3.80
Performance  |cop at 17°F (Normal Peak) 2.20 2.50
COP at 5°F (Normal Peak) 1.80 1.80
min Heating Capacity at +5 °F (-15 °C) BTU/h 2200 3200
max Heating Capacity at +5°F (-15°C) BTU/h 11000 14500
min Heating Capacity at -4°F (-20°C) BTU/h 2000 3000
max Heating Capacity at -4°F (-20°C) BTU/h 9000 11200
min Heating Capacity at -13°F (-25°C) BTU/h 1300 2800
max Heating Capacity at -13°F (-25°C) BTU/h 7200 8800
Moisture Removal I/h 1.71 1.60
Rated Voltage V-:Zh- 208~230V - 1P- 60Hz 208~230V - 1P- 60Hz
Rated Cooling Current Amps 2.90 4.05
Electrical Data Rated Heating Current Amps 4.10 4.88
MCA Amps 12 14
MOP Amps 20 25
Set Temp Range °F (°¢) 60.8~89.6 (16~32) 60.8~89.6 (16~32)
Cooling Airflow (HH/H/M/L/SL) CFM 370/360/324/235/147 415/400/311/177/107
Heating Airflow (HH/H/M/L/SL) CFM 382/294/265/206/147 457/454/338/251/154
Sound Pressure Level (H/M/S/SL) dB(A) 44/42/40/36/29 46/43/40/35/27
Indoor Unit inch 37.40x11.57x9.25 37.40x11.57x9.06
Unit Dimension (WxtxD) (m(r:n) (950 x 294 x 235) (950%294x230)
Net / Gross Weight ('fgs) 24.3/27.6/(11.0/12.5) 24.3/27.6/ (11.0/12.5)

3)




SPECIFICATIONS

Operation Range - Cooling °F (°c) -0.4~114.8 (-18 ~ 46) -0.4~114.8 (-18 ~ 46)
Operation Range - Heating °F (°c) -13 ~75.2 (-25~24.0) -13 ~75.2 (-25~24.0)
. Refrigerant R32 R32
Outdoor Unit
Refrigerant Charge (EZ) 31.74(0.9) 39.15 (1.11)
g
Sound Pressure Level (High) dB(A) 51 52
. . inch 29.53x22.44x11.02 33.46x25.59x11.73
Unit Dimension (WxHxD)
(mm) (750x570x280) (850x650%298)
Packaging Dimension (WxHxD) Inch 35.98x24.80x15.59 39.68x27.16x15.90
ging (mm) (914x630x396) (1008x690x404)
Ib
Net / Gross Weight (ks) 75.0/80.5 (34.0/36.5) 91.0/97.5 (41.0/44.0)
g
Max Total Piping Length Ft (m) 82.0ft (25) 82.0ft (25)
Max Total Piping Height Ft (m) 49.2ft (15) 49.2ft (15)
Piping Piping Connection - Liquid inch 1/4 1/4
Piping Connection - Gas inch 3/8 3/8
Piping Connection - Drain inch 5/8 5/8
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SPECIFICATIONS

-0.4~114.8 -0.4~114.8 -0.4~114.8
Operation R - Cooli °F (°
peration Range - Cooling F(C) (-18 ~ 46) (-18~ 46) (-18 ~ 46)

Operation Range - Heating °F (OC) -13 ~75.2 (-25~24.0) | -13 ~75.2 (-25~24.0) | -13 ~75.2 (-25~24.0)

Refrigerant R32 R32 R32

Refrigerant Charge oz (Kg) 44.09 (1.25) 57.50(1.63) 65.95(1.87)

Sound Pressure Level (High)-Cooling dB(A) 52 53 53

Outdoor Unit
Sound Pressure Level (High)-Heating dB(A) 52 54 54
A . inch 33.46x31.50x11.73 37.2x37.4x14.6 37.2x37.4x14.6
Unit Dimension (WxHxD)
(mm) (850x800x298) (945X950X370) (945X950X370)
. . . Inch 39.60x33.38x15.90| 43.93x43.30x20.47 | 43.93x43.30x20.47
Packaging Dimension (WxHxD)
(mm) 1006x848x404 (1116x1100x520) | (1116x1100x520)
Net / Gross Weight Ibs (ke) 103.6 (47.0) / 163 (74)/ 163 (74) /
114.6 (52.0) 172 (78) 172 (78)

Max Total Piping Length Ft (m) 98.4 (30) 98.4ft (30) 98.4ft (30)

Max Total Piping Height Ft (m) 65.6 (20) 66(20) 66(20)
Piping Piping Connection - Liquid inch 1/4 1/4 1/4

Piping Connection - Gas inch 1/2 1/2 5/8

Piping Connection - Drain inch 5/8 5/8 5/8

NOTE:

1. Capacity and seasonal performance data (SEER/HSPF) are based on AHRI 210-240. The norminal heating and

cooling capacity is the combined capacity of the HITACHI Split system (Indoor + Outdoor Unit).

Operation Conditions Cooling Heating
80 °F °
Indoor Air Inlet Temperature dB 70°F
wB 67 °F
B 95 °F 47 °F
Outdoor Air Inlet Temperature d
wB 43 °F

Piping Length: 16.4f (5.0 meters); Piping Lift: Of (O meter)
dB: Dry Bulb; WB: Wet Bulb

2. The Sound Pressure Level is based on the following conditions:

INDOOR

- 2.62ft (0.8 meter) beneath indoor height center
- 3.28ft (1 meter) from Discharge grille

OUTDOOR

—3.28ft (1 meter) from the unit front surface and 3.28ft (1 meter) from floor level.

The above data was measured in an anechoic chamber. Please take into consideration reflected sound of your specific site.
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DIMENSIONAL DATA

2 DIMENSIONAL DATA

2.1. INDOOR WALL TYPE: RAK-GJ09PHAA , RAK-GJ12PHAA, RAK-GJ15PHAA

UNIT: Inch(mm)

Top air suction grill

Mounting plate _9.25"(235) . 37.407(950) X Front panel  Front cover
3| = g
N oy L
@ : 3
N B N

_| - v |
P
& 1.85°(47)  Air outlet / 1.85” (47) s
Q Ir outlet Horizontal air deflector NS
o ™
Drain g

(*When piping is drawn
from the left side,
exchange the drain hose
for the drain cap.)

Drain cap
Connection port
Narrow pipe 1/4”[©6.35]

Wide pipe 3/8"[©9.52]
ABOUT 2.00”(51)

ABOUT 3.627(62)

§ g

in i N

[ee] Yol

- = S

7 -

|- | [ | =
. Vertical deﬂector/ ‘ ‘ B
2.36” (60) | |_ 2.36” (60)

More than
3.94"

More than
3.94"

ore than
90.55
300mm

(7)



DIMENSIONAL DATA

2.2. INDOOR WALL TYPE: RAK-GJ18PHAA

[60]

Mounting plate N 10.08"[256] |

2.37

UNIT: Inch(mm)

Top air suction grill

0.53"[14]

, 41.347[1050] Front panel  Front cover
=}
= O,
[=2) N
N ~
— @
\'\ o~
0
) : =
<
185" [47] Air outlet Horizontal air deflector 85" [47] P
Drain e

(*When piping is drawn
from the left side,
exchange the drain hose
for the drain cap.)

Drain cap

. connection port
5.01"[127] Drain hose
Narrow pipe 1/4”[©6.35]

Wide pipe 1/2"°[@®12.7]

= | [ 1 =1iN

Vertical deflector/

More than

V More than 3.94”

More than
90.55
[2300mm
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DIMENSIONAL DATA

2.3. INDOOR WALL TYPE: RAK-GJ24PHAA

UNIT: Inch(mm)

Top air suction grill

: 307 |11
Mounting plate >10.24"|:260:| ' 43.307(1100] Front panel Front cover
© —
b S N
~ ek <
N : N
y ©
= 1.85” [47] _ / <
a Air outlet Horizontal air deflector < =
2 2
g Drain I=)

(*When piping is drawn
from the left side,
exchange the drain hose
for the drain cap.)

b (AN

NE=eeeaae Drain cap
486" [123] \ connection port
. Drain hose
About 14.517[368] _ Y
Narrow pipe 1/4"[ ©6.35]
About 2.10" (53] | | Wide pipe 5/8”[ @ 15.87]

)
= 3
T .
3 o
0
s} [ s}
3 | 8

. =

2.89”[73] ! Vertical deﬂector/ 2.37"[60]

More than|
3.94

Z v
£
g
o

More than
90.55”
[2300mm
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DIMENSIONAL DATA

2.4 OUTDOOR: RAC-GJO9WHAA

33-35/64” (852)

2-63/64” (76)

UNIT: Inch(mm)

2-13/64” (56)
| 6-1/27(165) 1-1/32" (26) 29-17/32” (750) 29/32” (23) 11-1/32” (280) 63/64” (25)
L 1-3/8” (35

4
HITACHI
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— B 8|5
2 &l & -
] XA N| N n ©
=27 @O
=% 5 =
i =277, 2
':f—,’f,’{, % airHome ©
| Ec 51
/ - o B

2-1/4” (57)

25/64” (10)

7-43/64” (196

i g

12-19/32 (320)
13-25/64” (340)

=

15/32" (12) ||

1-29/64” (37)
19-11/16” (500)

19/32” (15)
25/64” (10)

4-7/8" (124)
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DIMENSIONAL DATA

2.5 OUTDOOR: RAC-GJ12WHAA

UNIT: Inch(mm)

37 19/32"(955) 13 26/32"(351)
25/32"(55) 7 14/32"(189) 11/32"(26) 33 15/32"(850) 34/327(79)|_ 110/32"(33)[ 1123/32(298)", | 25/32"(20)
d ° Y
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= —r— L e T
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/ \ .. Q ©
Air suction grille Air outlet Q
729/32"(201) o

Holes for anchor bolt g §
(2-012) 2832°57) B3y
2 T3 ©
- 0%
o
7 =R %
s|a “
| B Sl More than
o I N 330/32"(100)
| © oo More than
I Al NI 728/%2"(200) P
N . o] ==
M| N|m
I © I g A A => S % -5 ﬁ
TS
£ —
Fixing hole /" 15/32"(_12} < S AL 7
115/32"(37), Ny §g
19 31/32"(507) {[25/32"|(198) © m
| | ‘2 ™M
Notch for anchor bolt Setrvice space

(2-212 Notchs)
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10.2 Menu Operation
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10.3 Function Menu Screen Display
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Sticky Note
The unit will go to Standby mode instead of Power OFF.
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